
Bigger Displacement Paint 
Pump
•   Pumps heavy bodied coatings better 
•  Slow Stroking, 45% lower pump cycle 
 rate than Speeflo® PowrTwin™ 6900
•  Many more gallons of service life
•  Less frequent maintenance cuts   
 operating costs, reduces down time.

Improved Flow of Heavy 
Materials
•  Larger Inlet seat gives 88% higher  
 flow (@ equivalent atmospheric   
 pressure and material properties)

•  Larger suction ball and seat for 
 improved suction of heavy materials

Larger Hydraulic Pump
•  Excess capacity for higher performance  
 configurations

•  Supports higher input power

•  Flow adjustable to match power   
 available
•  Lower stress on pump promotes longer  
 pump life
•  Lifetime service oil filtration system
•  Hydraulic Pump made in USA

Larger Reservoir, Internal 
Flow Control
•  Handles high ambient temperatures  
 better
•  Lower operating temps for reduced
 friction & wear
•  Oil life extended to double or longer 
 intervals between oil changes
•  More oil reserve capacity

Convenient Design Features
•  Siphon assembly swivels up & locks  
 for easy service access or storage
•  Easy to free suction ball.
•  Fan cover pivots to clear belt drive for  
 easy removal of power module
•  Available with direct immersion (std.)  
 or optional 5 or 55 gal. siphon hose

The Airlessco HSS Series is designed with the features 
painters have come to expect from the Speeflo® 
PowerTwin™ Series, while raising the bar in hydraulic and 
paint pump performance.  And in addition to increased 
paint pump performance, we substantially enhanced 
durability.  The HSS series is offered with a variety of 
available power options that let you take advantage of the 
greater performance and value potential.

A careful look at this machine will show we have designed 
in the very best quality components available, including 
an American made Vickers hydraulic pump.  It's a pump 
proven for years on heavy construction equipment used 
around the world.

A higher performance hydraulic pump creates the 
potential for a higher range of paint pump output when 
the application requires it.  The added hydraulic power 
also means reduced wear and tear for longer equipment 
life, reduced maintenance, and less downtime. Our 
testing with ambient temperatures of 100 degrees 
fahrenheit, showed oil temperatures not rising above 138 
degrees!

The HSS features a range of power options includ-
ing 6.5 HP Honda (2 year Honda repair warranty) 
or Durotech gasoline engines (3 year Airlessco full 
replacement warranty) and a 110 volt electric motor.

Both power modules mount on their own subframe for 
quick “No Tools” installation and removal for transpor-
tation or storage.  Just pivot the fan belt cover out of 
the way, slip-off the drive belt, and lift off the power 
unit.

Models are available with direct immersion paint pick-
up (standard), or siphon hoses for 5 gallon buckets 
to 55 gallon drums (optional).  If you are going to be 
working with very heavy coatings our direct immersion 
model is the choice.   All models offer a pivoting paint 
pump for fast bucket changes, or to get the pump 
raised for easy service access.

Combine all this power with so much user flexibility, 
add the protection of the Airlessco Advantage War-
ranty, support it with our worldwide sales and service 
organization, and you have the new standard for 
hydraulic paint spray equipment.

Optional suction tube for latex paint in 55 gal-
lon drums  shown.  Order Part # 119-087

Options Available:
PART # DESCRIPTION
119-108 5 Gallon latex suction assembly
119-106 5 Gallon solvent based suction assly.
119-087 55 Gallon latex suction assly.

  Airlessco vs. Speeflo® Comparison
                       Airlessco Speeflo®

                         HSS9000  6900/8900     Airlessco Advantage!

Outlet Seat Area inĮ 0.515 0.273 89% bigger outlet seats
Inlet Seat Area inĮ 1.767 1.485 19% less inlet restriction
Stroke 4ò 2.8/3.8" 45/22% longer stroke
Cycles/Gallon 33 56/40 70/22% Fewer Cycles  

HSS 9000 SPECIFICATIONS

 Electric    Gas
Bare Unit Part # 189-630  189-628 Honda
   189-629 Duro
Output in Gal./Min.   
   @ pressure (2000 psi) 1.1 (4.1 Ltr) 2.4 (9.1 Ltr)
   Maximum Output 1.25 (4.7 Ltr) 2.7 (10.2 Ltr)
Max. Tip 1/2/3 Guns        .036/.026/.019ò .052/.038/.032ò
Horsepower/Type 1.25 TEFC  6.5 Gas
HP Equivalent 2.0
Maximum Pressure 3300 psi  3300 psi
Min. Working Press. 250 psi  500 psi
High Pressure Filter Std.  Std.
Annual Gallonage 10,000  20,000
Weight (w/o engine 140  140
Dimensions (L-W-H) 37òx27òx35ò 37òx27òx35ò

The New Standard in Hydraulic Paint Sprayers

Standard direct
immersion paint

pick-up tube

Telescoping
handlebars

Dual carry handles

Easily removable
"No Tools" engine or 

motor cradle

Pivoting belt cover

High capacity 
hydraulics & 

efþcient hydraulic 
motor deliver cool, 
efþcient operation 
even in extremely 

hot climates!

Fewer cycles for 
increased suction 
& reduced pump 

wear!

33
Cycles/Gal.

Better hydraulics & the Slow StrokerÊ 
pump means a more efþcient sprayer 
that runs cooler, and will last longer!


